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Phonic Range - Acoustic Rafts

Phonic Acoustic Raft suspended ceilingacoustic panelsare primarily used when thereisinsufficient wall space for

absorption materials. Our suspended ceiling rafts are an innovative way of absorbing sound as well as enhancing

the design flare of the room. The floating impression is modern and contemporary in any environment, there are
endless design possibilities with different colours and shapes.
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Phonic Acoustic Rafts offer sound absorption performance not only from the face

Advantag es of the panel but also from the rear of the panel. The panels provides the highest
sound absorption rating (CLASS A) enabling the areas where it is used to achieve
+ Outstanding sound absorption performance the highest level of absorption.

- Class A
These raft panels are available in square or rectangular panels as well as many

+ Over 100 standard fabric colours available othershapessuchascircles, ellipses, trianglesand many more creative shapes.
They are also available in a range of over 100 fabric colours as standard.

* Impact resistant
Alternative fabrics can be applied on request.

+ High content of recycled material . ) o . .
Phonic Acoustic Rafts modern and contemporary suspension kits are supplied with

* Easy installation method the panels. Suspension kit includes spiral hook, 2m cable and an eyelet.

* Quick availability
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Technical Information

PHONIC ACOUSTIC RAFT PANEL WITH 100mm SUSPENSION

Frequency (Hz) 125 250 500 1000 2000 4000 NRC Sound Absorption Class

40mm 0.35 0.85 0.95 1.00 0.95 1.00 0.95

Phonic Acoustic Rafts are designed to absorb sound
from both the front and the back surfaces, enabling the
highest performance in sound absorption and defining it
a CLASS A sound absorber. Phonic Acoustic Rafts offer
both great sound absorption and the design aesthetic of
a continual ceiling of the same surface area.
Theycanbeinstalled parallel toyourceiling oratangles

for a far more dramatic visual effect.

Cleaning

Light dirt marks may be removed by using a proprietary
carpet spot cleaner. A small area should be tested
before cleaning the rest of the area to ensure that the
fabric is not adversely affected.

Fire

Phonic core board has been tested and offers Class O
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fire rating to BS476: Part 6. Fabric facing complies with
Class 1 to BS476: Part 7. Class O fabrics can be supplied

on request.
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Weight

Each acoustic raft weighs in at 4.5kg/m2.
Note: All weights are given as approximations.




Design

Each Phonic Acoustic Raft is manufactured to the highest standards. It consists of a 40mm thick sound absorbing core board. This

board is then wrapped in our acoustic fabrics offered in a number of colours from our Cara and Lucia ranges.

Acoustic Fabric

Sound absorbing core

I 40mm Thickness
Class A
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Suspension Cable Bullet Ceiling Fixing Clip Spiral Hook

Application

Phonic Acoustic Rafts are simply suspended by steel cables from the soffit by means of special spiral hooks which are fitted
into the reverse of the raft by means of clockwise rotation.

Height level adjustment can be carried out by manipulating

the length of each cable to suit when it is inserted into the
eyelet hook.

The spiralhooks should be placed approx.200mminfrom
the edge of the panel. For angled installations, do not
exceed a panel size of 600mm x 600mm.




Fabric Colours

CARA COLOUR RANGE
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EJ033 Lomond EJNg2 Austen EJI73 Beltane EI93 Shetland EN9l Lerwick E1%4 Cluanie EJI80

Lossie ENG7 Tummel E}038 Pitlochry EIO76 Denny EN9e

Lora Enaz

Easdale ENnss Walten gon Portland EJOl6 Merrick Ejo48 EJOIS

LUCIA COLOUR RANGE

Ocean ¥BIOD Sombrero YBO46 Tarot YBOZ0O

Havana YBOO9 Sandstorm YB302

Adobo YBI&5 Martinique YBOD4 Bluebell YBOG7

Windjammer YBO47 Montserrat  YEOII

Oyster YBIO7 Blizzard YBIO8  Buru yB7o  Tequila

Belize YBIO5  Bridgetown YBIO2
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Calypso YBIO6 Lobster YBOS&7 Tortuga YBI



Fabric Colours — Class O Fire Rated

LUCIA CS COLOUR RANGE

l.
Y

Adobo sty Panama
LC165 i LCO79

s

e o
S
3 x

X
B R s

LC026

Bima Honduras Palu Slip Revive
LC425 LC455 LC414 LC094 LC182
Kota Tenom Makili Blanquilla Blizzard Havana

LC415 LCA19 LC424 LC456 LCo81 LCO09
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AAS Projects and Design Ltd. Cedar lodge, 60 Highfield Way, Rickmansworth, Hertfordshire. WD3 7PR

www.acoustic-solutions.co.uk
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